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VERTICAL MULTI-STAGE CENTRIFUGAL PUMP CVM

Vertical multistage centrifugal pumps manufactured with the great experience of EBARA in design and production of
pumps. Reliable and quiet in operation.

APPLICATION

¢ Civil/lDomestic Uses / Industrial:

Water supply systems
Pressure boosting

Water treatment plants (filtrations)

Water supply systems
Washing plants

Transfer of non-aggressive liquids

e Agriculture:
Irrigation

SPECIFICATIONS

PUMP

Liquid Handled Type of liquid

Clean water

Max temperature

40

Impeller

Closed centrifugal type

Construction Shaft seal Type

Mechanical seal

Bearing

Sealed ball bearing

Suction

G 1 Y2UNI SO 228

Pipe connection
Discharge

G 1 12UNI ISO 228

Casing

Cast iron

Impeller

PPO mod. glass fibre reinforced

External pump casin:
Material pump 9

AIS| 304

Shatt seal

Ceramic/Carbon/NBR

Shaft

AIS| 416

Bracket

Cast iron

Applicable standard of test

1SO 9906 Annex A
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Pump Type Power Q=Capacity
KW HP I/min O 20 30 40 50 60 80 100 120
Single Phase | Three Phase m3ho| 1,2 1,8 2,4 3 3,6 4,8 6 7.2
H=Total manometric head in meters
CVM AM/4 CVM A/4 0,3 0,4 23,8 20,6 18,7 16,8 14,4 11,4 4,6 = =
CVM AM/6 CVM A/6 0,44 0,6 357 | 30,9 | 281 252 | 216 | 17,1 6,9 - -
CVM AM/8 CVM A/8 0,6 0,8 476 | 412 | 375 | 336 | 288 | 228 9,2 = =
CVM AM/10 CVM A/10 0,75 1 62,5 57,0 53,0 48,5 43,0 36,0 18,0 - -
CVM AM/12 CVM A2 0,9 1,2 75,0 68,4 63,6 58,2 51,6 43,2 21,6 = =
CVM AM/15 CVM A/15 1,1 1,5 87,5 79,8 74,2 67,9 60,2 50,4 25,2 - -
CVM BM/10 CVM B/10 0,75 1 37,5 = 34,9 33,8 32,5 30,9 26,8 21,2 14,0
CVM BM/12 CVM B/12 0,9 1,2 50,0 - 46,6 | 45,1 433 | 412 | 357 | 282 | 186
CVM BM/15 CVM B/15 1,1 1,5 62,5 = 58,2 56,4 54,2 51,5 44,6 35,3 23,3
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